
Standard Rate

Aginnovation recommends a ‘Glove
Test’ be performed to verify correct
application rates and tack line.

During discharge place a gloved
hand in the treated seed, grab a
handful, followed by observation of
the glove.

The correct level of drying (tack
line) will be found at the point
where the product is not dripping
off your glove, and leaves a
consistent colored layer of
coverage as noted in the photo.

Water utilization will vary based on the treating environment and 
Minimum recommended water usage is 6.00 oz/cwt per 2.00 oz/cwt dry mix, but will vary depending on
treating package.
Adjust water in 0.25 oz/cwt increments until the desired glove test results are achieved (as referenced
below).

Need More Support?
Call or Text Us 1-888-684-3991

Corn Application Guidance

Fortiflo Dry Product Overview & Water Use
Fortiflo is a proprietary organic seed enhancement designed to optimize treatment application​.
Water is required to activate the technical properties of Fortiflo.
Water utilization will vary based on the treating environment.
If Fortiflo utilization is optimized the following occurs:​

In production it uniformly disperses actives, reduce sticking, bridging, abrasion, and optimizes
appearance.​
In field it results in better looking seed, with more actives retained on seed, and improved plantability.
There are also reduced grower challenge reports due to seed treatment look and planter performance.

❌ Too Dry ❌ Too Wet ✅ Correct

Small Dots &
Speckling on glove.

Treatment Dripping
off glove.

Consistent Coverage
No Dripping

Application Rates & Water Use

Minimum Rate

6.0 Fl. Oz / cwt Seed

Fortiflo

Water

2.0 Fl. Oz / cwt Seed

Ingredient

The application rate table below serves as a guideline only, and any mixtures should be tested in
small batches prior to large-scale application. Rates will vary depending on seed type.

Glove & Tack Test



Need More Support?
Call or Text Us 1-888-684-3991

Fortiflo Storage and Handling Guidance

Storage & Shelf Life

Mixing and Preparation

Store in a clean, dry area using original containers kept
closed when not in use
Storage ambient temperature should be above 41° F and
below 86° F
To confirm age of product, take a picture of the lot
number and call or text Aginnovation Support at the
number below to verify.

Materials may settle in transport. Mix thoroughly
before use.
Once mixed, material requires constant slow agitation.
Do not allow materials to freeze at any time.
Clean up with water.
Always wear proper eye protection and protective
gloves when handling.


